SPUR GEAR MOTOR

DC CARBON-BRUSH MOTOR : ST-555 E SYMTEK

MODEL : ST-SGE40-555 T0O3 & T04

Features

Vv Multi gear ratio could be selected.

v Ball bearing of shaft bearings is available in most series.

v Available for customization (output torque, shaft length, lead wires)

Application fields

Medical equipment Industry automation
Robotics Home appliances
Precision Instruments OA equipment
Dimension
g -
36 4035 29FT 0.8 2.5
w0 ) 1 | I
(D - ISYRTe) 1
AY %
=Nl Bl
. @ Y =l 1L
M _ ) H
s| o9 15+0.3 8 _r
p [ A
~ S v o Er=='
>~ | % =
04340.3 6£0.2 [ $0.4 59.6+0.5
B @ unit:mm
Gear motor specifications
EED
Reduction ratio 710 115 118 125 130 136 150 160 1/75 190 1100 1120 1150 1/180 1/200 1/250 1/300 1/360 1/400 1/500
RN
Rated torque (kg-cm) 1 27 3 4 4 4 5 5 5 7 7 7 7 7 7 7 7 7 7 7
i TE1E M 519 32 25 198 1m 145 103 91 5 61 54 46 3 3l 82 25 192 16 145 18
Rated speed (rpm) . . : . ! i
EEHA
Rated torque (Kg-cm) 1 26 3 4 4 4 5 5 5 7 7 7 1 7 1 7 7 7 7 7
A TE1E W 50 340 283 207 176 149 107 2 ] 61 54 46 3 3l 285 23 91 162 145 18
Rated speed (rpm) . . i d :
0B ) W o cow o
Rotation direction
RE
Length (1) 239 264 289 314

Motor specifications

EGRE ERHAN TEAE R ERRIR RATEY RAEBR EEHA EE
Rated volt (V) Rated torque (g-cm) Rated speed (rpm) Rated current (mA) No load speed (rpm) No load current (mA) Rated output (W) Weight (g)
12 250 4930 <1600 6000 <250 12.80 20
24 240 5150 <750 6000 <130 1270 20
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SPUR GEAR MOTOR
DC CARBON-BRUSH MOTOR : ST-555 E SYMTEK

MODEL : ST-SGE40-555 T0O3 & T04

Motor T-N curves

Po EF I N Po EF I N
BTPE 30 00 6 6000 Po 04 TYPE

EF W 5 20V
1550 5 3000 /7\/\ 15 50 3 3000
[N\

W % A rpm W%ArpmV \

T(gcm) 350 700 1050 1400 1750 2100 T(g-cm) 350 700 1050 1400 1750 2100
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